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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow Beam 

Target: 
Full On 

Operator:  
Paolo Carvone 

Date and time: 
25/06/2020  09:57:41 

Spectra 

Beam angle 50%: 11,5° 
Field angle 10%: 19,6° 
Cut off angle 2.5%: 27,7° 

Total lumen output:

905 lm 

18990 cd 

Peak candela output:



5000

10000

15000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

11,5° 19,6° 27,7° 100,0% 99,9% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 18985lx 4746lx 2109lx 1187lx 759lx 338lx 190lx 84lx 47lx 30lx 21lx 12lx 8lx 

Footcand. 1764fcd 441fcd 196fcd 110fcd 71fcd 31fcd 18fcd 8fcd 4fcd 3fcd 2fcd 1fcd 1fcd 

Beam wid. 0,2m 0,4m 0,6m 0,8m 1m 1,5m 2m 3m 4m 5m 6m 8m 10,1m 

Beam wid. 0,7ft 1,3ft 2ft 2,6ft 3,3ft 4,9ft 6,6ft 9,9ft 13,2ft 16,5ft 19,8ft 26,4ft 33ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

4 m 
13,2 ft 

11,5° 

3 m 
9,9 ft 

2 m 
6,6 ft 

1 m 
3,3 ft 

0,6 m 
2 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

47 lx 
84 lx 

190 lx 
759 lx 

2109 lx 

4 fcd 
8 fcd 

18 fcd 
71 fcd 

196 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

228V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 18985 cd 

3% 

5% 

10% 

30% 

50% 

1899 cd 

3797 cd 

5696 cd 

7594 cd 

9493 cd 

11391 cd 

13290 cd 

15188 cd 

17087 cd

5,70 lx 

9,49 lx 

19,0 lx 

57,0 lx 

94,9 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 190 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Medium Beam 

Target: 
Full On 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:21:02 

Spectra 

Beam angle 50%: 21,2° 
Field angle 10%: 36,8° 
Cut off angle 2.5%: 46,1° 

Total lumen output:

831 lm 

5432 cd 

Peak candela output:
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5000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

21,2° 36,8° 46,1° 99,9% 99,1% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5426lx 1357lx 603lx 339lx 217lx 96lx 54lx 24lx 14lx 9lx 6lx 3lx 2lx 

Footcand. 504fcd 126fcd 56fcd 32fcd 20fcd 9fcd 5fcd 2fcd 1fcd 1fcd 1fcd 0fcd 0fcd 

Beam wid. 0,4m 0,7m 1,1m 1,5m 1,9m 2,8m 3,7m 5,6m 7,5m 9,4m 11,2m 15m 18,7m 

Beam wid. 1,2ft 2,5ft 3,7ft 4,9ft 6,1ft 9,2ft 12,3ft 18,4ft 24,6ft 30,7ft 36,9ft 49,2ft 61,5ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,5 m 
24,6 ft 

21,2° 

5,6 m 
18,4 ft 

3,7 m 
12,3 ft 

1,9 m 
6,1 ft 

1,1 m 
3,7 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

14 lx 
24 lx 

54 lx 
217 lx 

603 lx 

1 fcd 
2 fcd 

5 fcd 
20 fcd 

56 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 5426 cd 

3% 

5% 

10% 

30% 

50% 

543 cd 

1085 cd 

1628 cd 

2171 cd 

2713 cd 

3256 cd 

3799 cd 

4341 cd 

4884 cd

1,63 lx 

2,71 lx 

5,43 lx 

16,3 lx 

27,1 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 54,3 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle: 
Wide Beam 

Target: 
Full On 

Operator:  
Paolo Carvone 

Date and time: 
30/06/2020  12:37:43 

Spectra 

Beam angle 50%: 39,7° 
Field angle 10%: 60,3° 
Cut off angle 2.5%: 76,9° 

Total lumen output:

832 lm 

1826 cd 

Peak candela output:



500

1000

1500

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

39,7° 60,3° 76,9° 99,3% 97,6% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1825lx 456lx 203lx 114lx 73lx 32lx 18lx 8lx 5lx 3lx 2lx 1lx 1lx 

Footcand. 170fcd 42fcd 19fcd 11fcd 7fcd 3fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,7m 1,4m 2,2m 2,9m 3,6m 5,4m 7,2m 10,8m 14,4m 18,1m 21,7m 28,9m 36,1m 

Beam wid. 2,4ft 4,8ft 7,1ft 9,5ft 11,8ft 17,8ft 23,7ft 35,5ft 47,4ft 59,2ft 71,1ft 94,8ft 118,5ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

14,4 m 
47,4 ft 

39,7° 

10,8 m 
35,5 ft 

7,2 m 
23,7 ft 

3,6 m 
11,8 ft 

2,2 m 
7,1 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

5 lx 
8 lx 

18 lx 
73 lx 

203 lx 

0 fcd 
1 fcd 

2 fcd 
7 fcd 

19 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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30% 
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90%

Conditions: 

Number of c-planes: 2 

Candela at center: 1825 cd 

3% 

5% 

10% 

30% 

50% 

182 cd 

365 cd 

547 cd 

730 cd 

912 cd 

1095 cd 

1277 cd 

1460 cd 

1642 cd

0,547 lx 

0,912 lx 

1,82 lx 

5,47 lx 

9,12 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 18,2 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow Beam 

Target: 
Red 

Operator:  
Paolo Carvone 

Date and time: 
25/06/2020  10:04:02 

Spectra 

Beam angle 50%: 12,2° 
Field angle 10%: 20,5° 
Cut off angle 2.5%: 29,2° 

Total lumen output:

293 lm 

5466 cd 

Peak candela output:
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

12,2° 20,5° 29,2° 99,8% 99,3% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5466lx 1367lx 607lx 342lx 219lx 97lx 55lx 24lx 14lx 9lx 6lx 3lx 2lx 

Footcand. 508fcd 127fcd 56fcd 32fcd 20fcd 9fcd 5fcd 2fcd 1fcd 1fcd 1fcd 0fcd 0fcd 

Beam wid. 0,2m 0,4m 0,6m 0,9m 1,1m 1,6m 2,1m 3,2m 4,3m 5,3m 6,4m 8,5m 10,7m 

Beam wid. 0,7ft 1,4ft 2,1ft 2,8ft 3,5ft 5,2ft 7ft 10,5ft 14ft 17,5ft 21ft 28ft 35ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

4,3 m 
14 ft 

12,2° 

3,2 m 
10,5 ft 

2,1 m 
7 ft 

1,1 m 
3,5 ft 

0,6 m 
2,1 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

14 lx 
24 lx 

55 lx 
219 lx 

607 lx 

1 fcd 
2 fcd 

5 fcd 
20 fcd 

56 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

228V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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90%

Conditions: 

Number of c-planes: 2 

Candela at center: 5466 cd 

3% 

5% 

10% 

30% 

50% 

547 cd 

1093 cd 

1640 cd 

2186 cd 

2733 cd 

3280 cd 

3826 cd 

4373 cd 

4919 cd

1,64 lx 

2,73 lx 

5,47 lx 

16,4 lx 

27,3 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 54,7 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Medium Beam 

Target: 
Red 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:22:46 

Spectra 

Beam angle 50%: 20,7° 
Field angle 10%: 37,2° 
Cut off angle 2.5%: 46,2° 

Total lumen output:

283 lm 

1841 cd 

Peak candela output:



500

1000

1500

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

20,7° 37,2° 46,2° 99,7% 98,6% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1840lx 460lx 204lx 115lx 74lx 33lx 18lx 8lx 5lx 3lx 2lx 1lx 1lx 

Footcand. 171fcd 43fcd 19fcd 11fcd 7fcd 3fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,4m 0,7m 1,1m 1,5m 1,8m 2,7m 3,7m 5,5m 7,3m 9,1m 11m 14,6m 18,3m 

Beam wid. 1,2ft 2,4ft 3,6ft 4,8ft 6ft 9ft 12ft 18ft 24ft 30ft 36ft 48ft 60ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,3 m 
24 ft 

20,7° 

5,5 m 
18 ft 

3,7 m 
12 ft 

1,8 m 
6 ft 

1,1 m 
3,6 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

5 lx 
8 lx 

18 lx 
74 lx 

204 lx 

0 fcd 
1 fcd 

2 fcd 
7 fcd 

19 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 1840 cd 

3% 

5% 

10% 

30% 

50% 

184 cd 

368 cd 

552 cd 

736 cd 

920 cd 

1104 cd 

1288 cd 

1472 cd 

1656 cd

0,552 lx 

0,920 lx 

1,84 lx 

5,52 lx 

9,20 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 18,4 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle: 
Wide Beam 

Target: 
Red 

Operator:  
Paolo Carvone 

Date and time: 
30/06/2020  12:40:08 

Spectra 

Beam angle 50%: 39,3° 
Field angle 10%: 60,2° 
Cut off angle 2.5%: 76,2° 

Total lumen output:

269 lm 

597 cd 

Peak candela output:
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

39,3° 60,2° 76,2° 99,2% 97,5% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 596lx 149lx 66lx 37lx 24lx 11lx 6lx 3lx 1lx 1lx 1lx 0lx 0lx 

Footcand. 55fcd 14fcd 6fcd 3fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,7m 1,4m 2,1m 2,9m 3,6m 5,4m 7,1m 10,7m 14,3m 17,9m 21,4m 28,6m 35,7m 

Beam wid. 2,4ft 4,7ft 7ft 9,4ft 11,7ft 17,6ft 23,4ft 35,1ft 46,8ft 58,6ft 70,3ft 93,7ft 117,1ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

14,3 m 
46,8 ft 

39,3° 

10,7 m 
35,1 ft 

7,1 m 
23,4 ft 

3,6 m 
11,7 ft 

2,1 m 
7 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

1 lx 
3 lx 

6 lx 
24 lx 

66 lx 

0 fcd 
0 fcd 

1 fcd 
2 fcd 

6 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 596 cd 

3% 

5% 

10% 

30% 

50% 

60 cd 

119 cd 

179 cd 

238 cd 

298 cd 

358 cd 

417 cd 

477 cd 

537 cd

0,179 lx 

0,298 lx 

0,596 lx 

1,79 lx 

2,98 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 5,96 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow Beam 

Target: 
Green 

Operator:  
Paolo Carvone 

Date and time: 
25/06/2020  10:06:37 

Spectra 

Beam angle 50%: 12,6° 
Field angle 10%: 20,8° 
Cut off angle 2.5%: 30,6° 

Total lumen output:

513 lm 

9041 cd 

Peak candela output:
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

12,6° 20,8° 30,6° 99,8% 99,2% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 9038lx 2259lx 1004lx 565lx 362lx 161lx 90lx 40lx 23lx 14lx 10lx 6lx 4lx 

Footcand. 840fcd 210fcd 93fcd 52fcd 34fcd 15fcd 8fcd 4fcd 2fcd 1fcd 1fcd 1fcd 0fcd 

Beam wid. 0,2m 0,4m 0,7m 0,9m 1,1m 1,7m 2,2m 3,3m 4,4m 5,5m 6,6m 8,8m 11,1m 

Beam wid. 0,7ft 1,5ft 2,2ft 2,9ft 3,6ft 5,4ft 7,3ft 10,9ft 14,5ft 18,1ft 21,8ft 29ft 36,3ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

4,4 m 
14,5 ft 

12,6° 

3,3 m 
10,9 ft 

2,2 m 
7,3 ft 

1,1 m 
3,6 ft 

0,7 m 
2,2 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

23 lx 
40 lx 

90 lx 
362 lx 

1004 lx 

2 fcd 
4 fcd 

8 fcd 
34 fcd 

93 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

228V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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30°

15°

0°

-15°

-30°

-45°

-60°

-75°

45m 147,6f

36m 118,1f

27m 88,6f

18m 59,1f

9m 29,5f

0m 0f

-9m -29,5f

-18m -59,1f

-27m -88,6f

-36m -118,1f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 9038 cd 

3% 

5% 

10% 

30% 

50% 

904 cd 

1808 cd 

2711 cd 

3615 cd 

4519 cd 

5423 cd 

6326 cd 

7230 cd 

8134 cd

2,71 lx 

4,52 lx 

9,04 lx 

27,1 lx 

45,2 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 90,4 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Medium Beam 

Target: 
Green 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:25:18 

Spectra 

Beam angle 50%: 20,9° 
Field angle 10%: 37,3° 
Cut off angle 2.5%: 46,7° 

Total lumen output:

491 lm 

3162 cd 

Peak candela output:



500

1000

1500

2000

2500

3000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

20,9° 37,3° 46,7° 99,6% 98,4% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 3160lx 790lx 351lx 198lx 126lx 56lx 32lx 14lx 8lx 5lx 4lx 2lx 1lx 

Footcand. 294fcd 73fcd 33fcd 18fcd 12fcd 5fcd 3fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,4m 0,7m 1,1m 1,5m 1,8m 2,8m 3,7m 5,5m 7,4m 9,2m 11m 14,7m 18,4m 

Beam wid. 1,2ft 2,4ft 3,6ft 4,8ft 6ft 9,1ft 12,1ft 18,1ft 24,2ft 30,2ft 36,2ft 48,3ft 60,4ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,4 m 
24,2 ft 

20,9° 

5,5 m 
18,1 ft 

3,7 m 
12,1 ft 

1,8 m 
6 ft 

1,1 m 
3,6 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

8 lx 
14 lx 

32 lx 
126 lx 

351 lx 

1 fcd 
1 fcd 

3 fcd 
12 fcd 

33 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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5m 16,4f

4m 13,1f

3m 9,8f

2m 6,6f

1m 3,3f

0m 0f

-1m -3,3f

-2m -6,6f

-3m -9,8f

-4m -13,1f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 3160 cd 

3% 

5% 

10% 

30% 

50% 

316 cd 

632 cd 

948 cd 

1264 cd 

1580 cd 

1896 cd 

2212 cd 

2528 cd 

2844 cd

0,948 lx 

1,58 lx 

3,16 lx 

9,48 lx 

15,8 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 31,6 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle: 
Wide Beam 

Target: 
Green 

Operator:  
Paolo Carvone 

Date and time: 
30/06/2020  12:42:29 

Spectra 

Beam angle 50%: 39,9° 
Field angle 10%: 60,3° 
Cut off angle 2.5%: 77,2° 

Total lumen output:

479 lm 

1049 cd 

Peak candela output:



500

1000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

39,9° 60,3° 77,2° 99,3% 97,5% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1048lx 262lx 116lx 65lx 42lx 19lx 10lx 5lx 3lx 2lx 1lx 1lx 0lx 

Footcand. 97fcd 24fcd 11fcd 6fcd 4fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,7m 1,5m 2,2m 2,9m 3,6m 5,4m 7,3m 10,9m 14,5m 18,1m 21,8m 29m 36,3m 

Beam wid. 2,4ft 4,8ft 7,1ft 9,5ft 11,9ft 17,8ft 23,8ft 35,7ft 47,6ft 59,5ft 71,4ft 95,1ft 118,9ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

14,5 m 
47,6 ft 

39,9° 

10,9 m 
35,7 ft 

7,3 m 
23,8 ft 

3,6 m 
11,9 ft 

2,2 m 
7,1 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

3 lx 
5 lx 

10 lx 
42 lx 

116 lx 

0 fcd 
0 fcd 

1 fcd 
4 fcd 

11 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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10m 32,8f

8m 26,2f

6m 19,7f

4m 13,1f

2m 6,6f

0m 0f

-2m -6,6f

-4m -13,1f

-6m -19,7f

-8m -26,2f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 1048 cd 

3% 

5% 

10% 

30% 

50% 

105 cd 

210 cd 

314 cd 

419 cd 

524 cd 

629 cd 

734 cd 

838 cd 

943 cd

0,314 lx 

0,524 lx 

1,05 lx 

3,14 lx 

5,24 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 10,5 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow Beam 

Target: 
Blue 

Operator:  
Paolo Carvone 

Date and time: 
25/06/2020  10:08:22 

Spectra 

Beam angle 50%: 10,7° 
Field angle 10%: 18,5° 
Cut off angle 2.5%: 26,6° 

Total lumen output:

93,3 lm 

2145 cd 

Peak candela output:



500

1000

1500

2000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

10,7° 18,5° 26,6° 99,7% 99,1% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 2138lx 535lx 238lx 134lx 86lx 38lx 21lx 10lx 5lx 3lx 2lx 1lx 1lx 

Footcand. 199fcd 50fcd 22fcd 12fcd 8fcd 4fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,2m 0,4m 0,6m 0,7m 0,9m 1,4m 1,9m 2,8m 3,7m 4,7m 5,6m 7,5m 9,3m 

Beam wid. 0,6ft 1,2ft 1,8ft 2,4ft 3,1ft 4,6ft 6,1ft 9,2ft 12,3ft 15,3ft 18,4ft 24,5ft 30,6ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

3,7 m 
12,3 ft 

10,7° 

2,8 m 
9,2 ft 

1,9 m 
6,1 ft 

0,9 m 
3,1 ft 

0,6 m 
1,8 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

5 lx 
10 lx 

21 lx 
86 lx 

238 lx 

0 fcd 
1 fcd 

2 fcd 
8 fcd 

22 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

229V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

5m 16,4f

4m 13,1f

3m 9,8f

2m 6,6f

1m 3,3f

0m 0f

-1m -3,3f

-2m -6,6f

-3m -9,8f

-4m -13,1f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 2138 cd 

3% 

5% 

10% 

30% 

50% 

214 cd 

428 cd 

642 cd 

855 cd 

1069 cd 

1283 cd 

1497 cd 

1711 cd 

1925 cd

0,642 lx 

1,07 lx 

2,14 lx 

6,42 lx 

10,7 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 21,4 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Medium Beam 

Target: 
Blue 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:27:12 

Spectra 

Beam angle 50%: 21,6° 
Field angle 10%: 36,2° 
Cut off angle 2.5%: 45,2° 

Total lumen output:

88,4 lm 

578 cd 

Peak candela output:



50
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350

400
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550

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

21,6° 36,2° 45,2° 99,6% 98,4% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 574lx 144lx 64lx 36lx 23lx 10lx 6lx 3lx 1lx 1lx 1lx 0lx 0lx 

Footcand. 53fcd 13fcd 6fcd 3fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,4m 0,8m 1,1m 1,5m 1,9m 2,9m 3,8m 5,7m 7,6m 9,6m 11,5m 15,3m 19,1m 

Beam wid. 1,3ft 2,5ft 3,7ft 5ft 6,3ft 9,4ft 12,5ft 18,8ft 25,1ft 31,3ft 37,6ft 50,1ft 62,7ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,6 m 
25,1 ft 

21,6° 

5,7 m 
18,8 ft 

3,8 m 
12,5 ft 

1,9 m 
6,3 ft 

1,1 m 
3,7 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

1 lx 
3 lx 

6 lx 
23 lx 

64 lx 

0 fcd 
0 fcd 

1 fcd 
2 fcd 

6 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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-2m -6,6f

-3m -9,8f

-4m -13,1f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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60% 
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80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 574 cd 

3% 

5% 

10% 

30% 

50% 

57 cd 

115 cd 

172 cd 

230 cd 

287 cd 

345 cd 

402 cd 

460 cd 

517 cd

0,172 lx 

0,287 lx 

0,574 lx 

1,72 lx 

2,87 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 5,74 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle: 
Wide Beam 

Target: 
Blue 

Operator:  
Paolo Carvone 

Date and time: 
30/06/2020  12:44:18 

Spectra 

Beam angle 50%: 39,4° 
Field angle 10%: 60,3° 
Cut off angle 2.5%: 76,3° 

Total lumen output:

86,4 lm 

192 cd 

Peak candela output:



50

100

150

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

39,4° 60,3° 76,3° 99,2% 97,5% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 192lx 48lx 21lx 12lx 8lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 18fcd 4fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,7m 1,4m 2,2m 2,9m 3,6m 5,4m 7,2m 10,8m 14,3m 17,9m 21,5m 28,7m 35,9m 

Beam wid. 2,4ft 4,7ft 7ft 9,4ft 11,8ft 17,6ft 23,5ft 35,3ft 47ft 58,8ft 70,6ft 94,1ft 117,6ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

14,3 m 
47 ft 

39,4° 

10,8 m 
35,3 ft 

7,2 m 
23,5 ft 

3,6 m 
11,8 ft 

2,2 m 
7 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

0 lx 
1 lx 

2 lx 
8 lx 

21 lx 

0 fcd 
0 fcd 

0 fcd 
1 fcd 

2 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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6m 19,7f

4m 13,1f
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-4m -13,1f

-6m -19,7f

-8m -26,2f

                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90%

Conditions: 

Number of c-planes: 2 

Candela at center: 192 cd 

3% 

5% 

10% 

30% 

50% 

19 cd 

38 cd 

58 cd 

77 cd 

96 cd 

115 cd 

134 cd 

153 cd 

173 cd

57,6m lx 

95,9m lx 

0,192 lx 

0,576 lx 

0,959 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 1,92 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow Beam 

Target: 
White 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:47:03 

Spectra 

Beam angle 50%: 11,5° 
Field angle 10%: 19,5° 
Cut off angle 2.5%: 29,6° 

Total lumen output:

571 lm 

11433 cd 

Peak candela output:



5000

10000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

11,5° 19,5° 29,6° 100,0% 99,5% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 11398lx 2849lx 1266lx 712lx 456lx 203lx 114lx 51lx 28lx 18lx 13lx 7lx 5lx 

Footcand. 1059fcd 265fcd 118fcd 66fcd 42fcd 19fcd 11fcd 5fcd 3fcd 2fcd 1fcd 1fcd 0fcd 

Beam wid. 0,2m 0,4m 0,6m 0,8m 1m 1,5m 2m 3m 4m 5m 6m 8,1m 10,1m 

Beam wid. 0,7ft 1,3ft 2ft 2,6ft 3,3ft 5ft 6,6ft 9,9ft 13,2ft 16,5ft 19,8ft 26,4ft 33,1ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

4 m 
13,2 ft 

11,5° 

3 m 
9,9 ft 

2 m 
6,6 ft 

1 m 
3,3 ft 

0,6 m 
2 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

28 lx 
51 lx 

114 lx 
456 lx 

1266 lx 

3 fcd 
5 fcd 

11 fcd 
42 fcd 

118 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 11398 cd 
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5% 

10% 

30% 

50% 

1140 cd 

2280 cd 

3419 cd 

4559 cd 

5699 cd 

6839 cd 

7978 cd 

9118 cd 

10258 cd

3,42 lx 

5,70 lx 

11,4 lx 

34,2 lx 

57,0 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 114 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle:  
Medium Beam 

Target: 
White 

Operator:  
Paolo Carvone 

Date and time: 
01/07/2020  09:29:06 

Spectra 

Beam angle 50%: 21,5° 
Field angle 10%: 36,2° 
Cut off angle 2.5%: 45,8° 

Total lumen output:

601 lm 

3913 cd 

Peak candela output:



500
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

21,5° 36,2° 45,8° 99,7% 98,3% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 3911lx 978lx 435lx 244lx 156lx 70lx 39lx 17lx 10lx 6lx 4lx 2lx 2lx 

Footcand. 363fcd 91fcd 40fcd 23fcd 15fcd 6fcd 4fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 

Beam wid. 0,4m 0,8m 1,1m 1,5m 1,9m 2,9m 3,8m 5,7m 7,6m 9,5m 11,4m 15,2m 19m 

Beam wid. 1,3ft 2,5ft 3,7ft 5ft 6,2ft 9,4ft 12,5ft 18,7ft 25ft 31,2ft 37,5ft 49,9ft 62,4ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,6 m 
25 ft 

21,5° 

5,7 m 
18,7 ft 

3,8 m 
12,5 ft 

1,9 m 
6,2 ft 

1,1 m 
3,7 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

10 lx 
17 lx 

39 lx 
156 lx 

435 lx 

1 fcd 
2 fcd 

4 fcd 
15 fcd 

40 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 3911 cd 

3% 

5% 
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30% 

50% 

391 cd 

782 cd 

1173 cd 

1564 cd 

1955 cd 

2346 cd 

2737 cd 

3129 cd 

3520 cd

1,17 lx 

1,96 lx 

3,91 lx 

11,7 lx 

19,6 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 39,1 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
SMARTBATPLUS 

MEASURAMENT CONDITIONS: 
Beam angle: 
Wide Beam 

Target: 
white 

Operator:  
Paolo Carvone 

Date and time: 
30/06/2020  12:48:01 

Spectra 

Beam angle 50%: 39,7° 
Field angle 10%: 60,4° 
Cut off angle 2.5%: 77,1° 

Total lumen output:

581 lm 

1270 cd 

Peak candela output:



500

1000

                              

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

39,7° 60,4° 77,1° 99,2% 97,4% 

BEAM INTENSITIES AND WIDTHS
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1268lx 317lx 141lx 79lx 51lx 23lx 13lx 6lx 3lx 2lx 1lx 1lx 1lx 

Footcand. 118fcd 29fcd 13fcd 7fcd 5fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,7m 1,4m 2,2m 2,9m 3,6m 5,4m 7,2m 10,8m 14,4m 18m 21,6m 28,9m 36,1m 

Beam wid. 2,4ft 4,8ft 7,1ft 9,4ft 11,8ft 17,7ft 23,7ft 35,5ft 47,3ft 59,1ft 71ft 94,6ft 118,3ft 

 

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

14,4 m 
47,3 ft 

39,7° 

10,8 m 
35,5 ft 

7,2 m 
23,7 ft 

3,6 m 
11,8 ft 

2,2 m 
7,1 ft 

Lux* 

Footcandles* 

*measured at
center of beam

Beam width (meter) 
Beam width (feet) 

3 lx 
6 lx 

13 lx 
51 lx 

141 lx 

0 fcd 
1 fcd 

1 fcd 
5 fcd 

13 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,000A -W +Infinitolm/W

Power FC 

Non un numero reale 
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                               ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 1268 cd 
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5% 

10% 

30% 

50% 

127 cd 

254 cd 

380 cd 

507 cd 

634 cd 

761 cd 

888 cd 

1015 cd 

1141 cd

0,380 lx 

0,634 lx 

1,27 lx 

3,80 lx 

6,34 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 12,7 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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